
Channel	  Binding	  A-ributes	  

Joe	  Salowey	  
jsalowey@cisco.com	  



Current	  Dra>	  

•  Defines	  a	  few	  a-ributes	  
•  General	  A-ributes	  
– NAS	  port	  type	  

•  802.11	  A-ributes	  
– Called-‐StaIon-‐ID	  
– Mobility-‐Domain-‐ID	  



Proposal	  

•  Just	  Specify	  General	  A-ributes	  
– Specific	  lower	  layer	  a-ributes	  in	  their	  own	  
document	  

•  What	  General	  A-ributes?	  
–  IdenIfy	  EAP	  lower	  layer	  
–  IdenIfy	  AuthenIcaIor	  



EAP	  Lower	  Layer	  

•  NAS-‐Port	  Type?	  
– Mostly	  L2	  
– No	  PANA,	  No	  IKEv2	  

•  Specific	  EAP	  lower	  layer	  a-ribute	  
– dra>-‐aboba-‐radext-‐wlan-‐13	  
– EAP-‐Lower-‐Layer	  
	  



IdenIfy	  AuthenIcator	  

•  Called-‐StaIon-‐ID	  
– Typically	  contains	  MAC	  address	  
–  In	  802.11,	  it	  also	  contains	  SSID	  

•  Is	  this	  general	  enough?	  
– Do	  all	  media	  types	  specify	  something	  useful?	  

•  Is	  there	  a	  more	  desirable	  opIon?	  
•  Is	  it	  necessary?	  	  


